Beauty, rationality, functionality, quality. These are the relevant features that each of our products must have. Every day we face a new challenge to continue to evolve, develop and improve. We are well aware of the great importance of the function of our lighting fittings: their aim is to radiate light in order to let perceive the surrounding reality. This is a task of high responsibility that our designers take on with their creativity, our engineers with their competence, and our production departments with their organisation. To make good design means to create beautiful and useful objects, but it means to organize an efficient and motivated company as well. We would like to let you perceive what there is behind our lighting fittings, behind our light: a team engaged to give their best every day. We want that you are satisfied by your purchase, because your appreciation makes us proud of our work.
FINO 800
LED CEILING LUMINAIRE

- Code: 2380201 White
- Color: White
- Watt: 4.5
- Lumens: 409
- IP: 20

- Code: 2380202 Silver
- Color: Silver
- Watt: -
- Lumens: -
- IP: -

- Code: 2380203 Anthracite
- Color: Anthracite
- Watt: -
- Lumens: -
- IP: -

**Specifications:**
- Die casting aluminium body
- Silicon gasket
- Medium beam
- 3 years warranty
- Stainless steel screws
- Self extinguish material
- Stainless steel screws
- Die casting aluminium body
- Silicone gasket
- Medium beam
- 3 years warranty
- Stainless steel screws
- Self extinguish material

- **Dimensions:**
  - Ø 25
  - Ø 200
  - 12°

- **Electrical:**
  - 220-240V
  - 50-60Hz
  - 11.1000,077

- **Ther. Test Temp. Beam Angle:**
  - 50°C
  - 29°

- **PC/CTN:**
  - M3/CTN: 12
  - G.W. CTN: 0.077
  - N.W. CTN: 11.10

- **Packaging:**
  - Outer Carton cm: 730.1x243.4x973.5

- **Cat. 2018**
HELIOSPOT
SOLAR LUMINAIRE

**SPECIFICATIONS**

- **Code**: 2390101, 2390102, 2390103
- **Color**: White, Silver, Anthracite
- **Watt**: 0.5
- **LM**: 52
- **IP**: 65
- **Size**: 43.5*49.5*31
- **Weight**: 0.5 m, 1.0 m, 1.5 m
- **Beam Angle**: 15°, 10°, 0°
- **Die casting aluminium body**
- **Silicon gasket**
- **Self extinguish material**
- **Anti corrosion Treatment**
- **High resistance painting**
- **3 years warranty**
- **Plastic spike included**
- **Inground luminaire**
- **Direct light**
- **Narrow beam**
- **Turnable on 2 axis**
- **Polycarbonate diffuser**
- **Die casting aluminium body**
- **UV resistance**
- **Die casting aluminium body**

**PRODUCT FEATURES**

- **Inground luminaire**
- **Direct light**
- **Narrow beam**
- **Turnable on 2 axis**
- **Polycarbonate diffuser**
- **Die casting aluminium body**
- **UV resistance**
- **Silicon gasket**
- **Self extinguish material**
- **Anti corrosion Treatment**
- **High resistance painting**
- **3 years warranty**
- **Plastic spike included**

**PRODUCT INFORMATION**

<table>
<thead>
<tr>
<th>Code/Color</th>
<th>Watt</th>
<th>LM</th>
<th>IP</th>
</tr>
</thead>
<tbody>
<tr>
<td>2390101/White</td>
<td>0.5</td>
<td>52</td>
<td>65</td>
</tr>
<tr>
<td>2390102/Silver</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>2390103/Anthracite</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
</tbody>
</table>

**K**

- **K**: 3000, 6500
- **CRI**: 70, 80
- **PF**: SMD
- **TYPE**: CE

**LX**

- **LX**: 50, 60, 70
- **DIAM**: 0.5 m, 1.0 m, 1.5 m

**Other Features**

- **Inground luminaire**
- **Direct light**
- **Narrow beam**
- **Turnable on 2 axis**
- **Polycarbonate diffuser**

**Technical Details**

- **K**: 3000, 6500
- **CRI**: 70, 80
- **PF**: SMD
- **TYPE**: CE

**Dimensions**

- **Length**: 43.5 cm
- **Width**: 49.5 cm
- **Height**: 31 cm

**Weight**

- **0.5 m**: 0.5 kg
- **1.0 m**: 1.0 kg
- **1.5 m**: 1.5 kg

**Material**

- **Die casting aluminium body**
- **Silicon gasket**
- **Self extinguish material**
- **Anti corrosion Treatment**
- **High resistance painting**
- **3 years warranty**
- **Plastic spike included**
**ITINERA**

**GROUND - TABLE LUMINAIRE**

- **Ground luminaire**
- **Diffused light**
- **Large beam**
- **Against light pollution**
- **3 years warranty**
- **Die casting aluminium body**
- **Silicon gasket**
- **Anti corrosion treatment**
- **High resistance painting**
- **UV resistance**

<table>
<thead>
<tr>
<th>Code</th>
<th>Color</th>
<th>WATT</th>
<th>LM</th>
<th>IP</th>
</tr>
</thead>
<tbody>
<tr>
<td>2350101</td>
<td>White</td>
<td>2.2</td>
<td>167</td>
<td>54</td>
</tr>
<tr>
<td>2350102</td>
<td>Silver</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>2350103</td>
<td>Anthracite</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>K°</th>
<th>CRI</th>
<th>P F</th>
<th>TYPE</th>
<th>CE</th>
</tr>
</thead>
<tbody>
<tr>
<td>3000</td>
<td>84</td>
<td>/ SMD</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>IK</th>
<th>V</th>
<th>Hz</th>
</tr>
</thead>
<tbody>
<tr>
<td>87</td>
<td>200-240</td>
<td>50-60</td>
</tr>
</tbody>
</table>

- **Beam Angle**
- **Thermal Test Temp.**
- **Outer Cuts cm**

- **46°**
- **34.5°~34.5°~34.5°~34.5°**

<table>
<thead>
<tr>
<th>PCS/CTN</th>
<th>M.V/CTN</th>
<th>G.W/CTN</th>
<th>N.W/CTN</th>
</tr>
</thead>
<tbody>
<tr>
<td>4</td>
<td>0.063</td>
<td>7.70</td>
<td>5.20</td>
</tr>
</tbody>
</table>

**LX**

- **DIAm**
  - 0.8 m
  - 1.7 m
  - 2.5 m

**CODES**

- **2350101** White
- **2350102** Silver
- **2350103** Anthracite

**CODES**

- **2350101** White
- **2350102** Silver
- **2350103** Anthracite

**COLORS**

- **White**
- **Silver**
- **Anthracite**
## PICO ROUND GU10 CEILING LUMINAIRE

**Ceiling luminaire**
- Anti corrosion treatment
- High resistance painting
- 3 years warranty

**Direct light**
- LED GU10 BULB*3000K° IK V Hz
- CRI P F TYPE CE

<table>
<thead>
<tr>
<th>Code</th>
<th>Color</th>
<th>WATT</th>
<th>IP</th>
</tr>
</thead>
<tbody>
<tr>
<td>2320201</td>
<td>White</td>
<td>Max 7&quot;</td>
<td>54</td>
</tr>
<tr>
<td>2320202</td>
<td>Silver</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>2320203</td>
<td>Anthracite</td>
<td>-</td>
<td>-</td>
</tr>
</tbody>
</table>

*NOT INCLUDED

<table>
<thead>
<tr>
<th>K°</th>
<th>CRI</th>
<th>PF</th>
<th>TYPE</th>
<th>CE</th>
</tr>
</thead>
<tbody>
<tr>
<td>3000</td>
<td>83</td>
<td>1.0 LED GU10 BULB*3000K°</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>BK</th>
<th>V</th>
<th>Hz</th>
</tr>
</thead>
<tbody>
<tr>
<td>07</td>
<td>200-240</td>
<td>50-60</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Beam Angle</th>
<th>Thc.Rat Temp.</th>
<th>Outer Carret cm</th>
</tr>
</thead>
<tbody>
<tr>
<td>34°</td>
<td>50°</td>
<td>38&quot;/25.5/30</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>PCS/CTN</th>
<th>GW/CTN</th>
<th>N.W. CTN</th>
</tr>
</thead>
<tbody>
<tr>
<td>12</td>
<td>0.029</td>
<td>9.00</td>
</tr>
</tbody>
</table>

**Glass diffuser**
- UV resistance

**Silicon gasket**
- Direct light

**105 ø 95 x 85**
PICO SQUARE
GU10 CEILING LUMINAIRE

Code | Color | WATT | P
---|---|---|---
2330201 | White | | Max. 7° | 54
2330202 | Silver | - | - | 54
2330203 | Anthracite | - | - | 54

*NOT INCLUDED

LED GU10 BULB*/

07 220-240 50-60

Beam Angle | Test Test Temp. | Outer Diameter cm
---|---|---
| | | 58/25.5/30

PCS/CTN | M3/CTN | G.W. CTN | N.W. CTN
---|---|---|---
12 | 0.029 | 10.40 | 9.30

Anti corrosion Treatment
High resistance painting
3 years warranty

Glass diffuser
Silicon gasket
UV resistance

Ceiling luminaire
Direct light
Medium beam
SUNLIGHT POLE
E27 POST LUMINAIRE

Inground luminaire
Direct light
Large beam
Against light pollution
Polycarbonate diffrayer
Silicon gasket
Self extinguish material
UV resistance

Anti-corrosion treatment
High resistance painting
3 years warranty
Silicon gasket
Self extinguish material
UV resistance

<table>
<thead>
<tr>
<th>Code</th>
<th>Color</th>
<th>WATT</th>
<th>LM</th>
<th>IP</th>
</tr>
</thead>
<tbody>
<tr>
<td>2370201</td>
<td>White</td>
<td>2.2</td>
<td>195</td>
<td>54</td>
</tr>
<tr>
<td>2370202</td>
<td>Silver</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>2370203</td>
<td>Anthracite</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
</tbody>
</table>

K° CRI P F TYPE CE
3000 85 / SMD

IK V Hz
07 50-60

Beam Angle Thet.Tot Temp. Color Carb. cm
45° 36.5/31.5/68.5

PCS/CTN MW/CTN GW/CTN NW/CTN
4 0.079 10.50 8.00

CRI P F TYPE CE
125.6 75.3 0 100.4 25.1 50.2

LX DIAM
71 2.7 m
18 5.3 m
8 8.0 m

CATALOGUE KLEWE | Hikle Group | EDITION 2018
SUNLIGHT WALL
E27 WALL LUMINAIRE

Wall luminaire
Direct light
Large beam
Against light pollution
Anti corrosion treatment
High resistance painting
3 years warranty

Die casting aluminium body
Silicon gasket
Self extinguish material
UV resistance
Poly carbonate diffuser

Direct light

<table>
<thead>
<tr>
<th>Code</th>
<th>Color</th>
<th>WATT</th>
<th>LM</th>
<th>IP</th>
</tr>
</thead>
<tbody>
<tr>
<td>2370101</td>
<td>White</td>
<td>2.2</td>
<td>195</td>
<td>54</td>
</tr>
<tr>
<td>2370102</td>
<td>Silver</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>2370103</td>
<td>Anthra</td>
<td>-</td>
<td>-</td>
<td>-</td>
</tr>
</tbody>
</table>

K° CRI P F TYPE CE
3000 85 / SMD

IK V Hz
07 DC 3.7V (Solar panel only) 50-60

Beam Angle Thet.Test Temp. Solar Carbon cm
140° / 46.5/25.5/21.5

PCS/CTN M3/CTN G.W. CTN N.W. CTN
12 0.025 10.70 9.00

DC 3.7V (Solar panel only) 50-60

07
### THIRIS
E27 GROUND LUMINAIRE

**Direct light**
- Anti-corrosion treatment
- Narrow beam
- Die-casting aluminum body
- Glass diffuser
- Silicon gasket
- UV resistance

**Specifications**
- **Beam Angle:** 108°
- **Ther. Test Temp.:** 30°C
- **Beam Angle:** 0°, 30°, 60°, 90°, 120°, 150°, 180°, 210°, 240°, 270°, 300°, 330°
- **Lx:** 394.1, 296.1, 205.0
- **Diam:** 121, 54
- **Power Consumption:** 1x3, 1x5
- **Height:** 0.7 m
- **Width:** 1.4 m
- **Depth:** 2.1 m
- **Color:** White, Silver, Anthracite
- **Wattage:** 65
- **IP:** 65

**Ordering Information**

<table>
<thead>
<tr>
<th>Code</th>
<th>Color</th>
<th>MAT1</th>
<th>IP</th>
</tr>
</thead>
<tbody>
<tr>
<td>2340101</td>
<td>White</td>
<td>1x3</td>
<td>65</td>
</tr>
<tr>
<td>2340102</td>
<td>Silver</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>2340103</td>
<td>Anthracite</td>
<td>-</td>
<td>-</td>
</tr>
</tbody>
</table>

- **K°:** 07
- **Cri:** 220-240
- **Rf:** 50-60
- **K:** 78
- **V:** 0.5
- **Hz:**

**Materials**
- **Input Current:** 3.0 m
- **Outer Carton cm:** 33*18.5*42

**Dimensions**
- **Lx:** 483
- **Diam:** 108°